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MINI AUDIO WITH HANDSET

2703U

2-BUTTON MINI DOOR-ENTRY PHONE, UNIVERSAL
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MINI series universal door-entry phone, compatible with most of the door-entry phones
produced by leading international manufacturers. Ideal in door-entry phone system
replacements and repairs. Key button and additional button for extra services with independent
common. Electronic ringtone. Call volume and privacy adjustment by means of 3-position
selector. Privacy function activation is indicated by a red light. Also features loudspeaker
volume control and microphone volume control to meet all possible requirements, can be used

in systems with positive common or systems with negative common. Dimensions:
4.06"x7.48"x1.18
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2703U

2-BUTTON MINI DOOR-ENTRY PHONE, UNIVERSAL

MAIN FEATURES

Audio system Yes
Wall-mounted Yes
Desk base-mounted Si
Colour White
Total buttons (n°) 2

FUNCTIONS

Privacy function Yes
Electronic bell Yes
Key button function Yes

HARDWARE SPECIFICATIONS

Type of finish

Plastic

SETTINGS

Loudspeaker volume control Yes
Microphone volume control Yes
Ringtone volume control Yes

GENERAL DATA

Height (mm) 190
Width (mm) 103
Depth (mm) 30

COMPATIBILITY

Traditional system

Yes

The technical specifications are subject to change without prior notice.
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2703U
2-BUTTON MINI DOOR-ENTRY PHONE, UNIVERSAL

TECHNICAL CHARACTERISTICS

IP protection rating IP30
Weight (g) 260
Clamps ABCDEC2P2

The technical specifications are subject to change without prior notice.
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MINI AUDIO WITH HANDSET

2703U
2-BUTTON MINI DOOR-ENTRY PHONE, UNIVERSAL

ACCESSORIES

2742W DESK BASE FOR MINI DOOR-ENTRY PHONE WITH HANDSET

\/ Desk base for desktop conversion of MINI series door-entry phones.
Complete with 1.5 m cable and connection coupling.

The technical specifications are subject to change without prior notice.



