AES

AGC

Alarm Notification
Audio Inputs

BLC

BLC/SSDR (WDR)
DNR

Dimensions

Image Sensor (CCD)

Lens

Lens Mount

Minimum lllumination - Colour

Yes

Auto

Smart Alarm Motion detection

1CH built-in MIC

Yes

Digital WDR

3D DNR

® 1M.5x99.6

1/2.7"CMOS

PRODUCT

DETAILS
ADDITIONAL INFORMATION

FV-PRO 9565S3A - NOW WITH BUILT-IN AUDIO ! 6
Megapixel Motorised Auto Focus 2.8-12mm H.265
Eyeball Dome Camera

6MP H.265 coding

Manual or motorized zoom lens optional

ICR auto switch, true day / night, ROI coding
3D DNR, digital WDR, HLC, BLC, defog
30~50m IR night view distance

1CH built-in MIC

DC12V/PoE power supply

IP 67 ingress protection

Support three streams

P2P function (optional)

Support remote monitoring by smart phones
& tablet PCs with iOS and Android OS
Intelligent analytics (optional): object
removal detection,abnormal video signal
detection, line crossing detection and

intrusion detection

2.8 ™12 mm @F1.4; Horizontal field of view:90.5° ' 32.9°

M12

0.0085 lux @ F1.2, AGC ON



Minimum Illumination - Mono
Power Consumption

Recording Resolution (Quality
Settings)

Resolution (Best)
Shutter

Within Range of IR LEDs

O lux with IR
<10W

5MP (2592 x 1944 ), 4MP ( 2560 x 1440 ),1080P (1920 x 1080 ),720P (1280 x 720, D1, CIF, 480 x
240

2592x1944 5MP
1/25s™1/100000 s

30750 m
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