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LED STATUS DESCRIPTION

NORMAL
OPERATION

Off Power Off

Flashing Red Power on, camera booting

Flashing Green Local network connection

Solid Green Connected to Alarm.com

Blinking Blue WPS Mode

Blinking White Wi-Fi Access Point Mode

REQUIRES  
ATTENTION

Solid Red No local or internet connection

FACTORY RESET Alternating 
Red Green Camera resetting to factory default

LED GUIDE

Service Packages

1080p Indoor Wi-Fi 
Video Camera with HDR

ADC-V523

The ADC-V523 is an indoor video camera that offers High Dynamic 
Range (HDR) for improved image quality, and improved compute 
hardware relative to the ADC-V522IR. With a new industrial design, 
a 117° horizontal angle of view, IR night vision, and two-way audio, 
the ADC-V523 is designed for a variety of indoor environments.

 • Pro Video

 • Pro Video with Analytics 3000

Included Accessories

 • Power adapter

 • Mounting hardware

MAXIMUM RESOLUTION

1920x1080

RECORDING COMPRESSION

H.264

IMAGE SENSOR

1/2.7” CMOS, 2.1 MP, 1920x1080

LENS

3.0 mm, F2.0

ANGLE OF VIEW

117°

SIMULTANEOUS VIEWERS

10

LOW-LIGHT SENSITIVITY

0 lux with IR

IR RANGE

Up to 4.6 meters (~15 feet)

DIMENSIONS (L X W X H)

2.4 x 3 x 3.7” (6.1 x 7.6 x 9.4cm)

POWER

12V DC, 12W

WIRELESS CONNECTIVITY

802.11 b/g/n/ac, 2.4 & 5 GHz

ETHERNET CONNECTION

Yes

OPERATING TEMPERATURE

0°C - 40°C (32°F - 104°F)

OPERATING HUMIDITY

<95% Non-condensing

SPECIFICATIONS

MODEL NUMBER
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INCLUDED ACCESSORIES

• Power Adapter
• Mounting Hardware

FEATURES

•

•

•

•

• Ethernet Connection or
Wi-Fi (2.4GHz or 5GHz)

• Works with the Alarm.com
customer website and mobile app

LED GUIDE
LED STATUS

Off

Flashing Red

Flashing Green

Solid Green

Blinking Blue

Blinking White

Solid Red

Alternating
Red and Green

DESCRIPTION

Power off

Power on, camera booting

Local network connection

Connected to Alarm.com

WPS mode

Wi-Fi Access Point mode

No local or Intenet connection

Camera resetting to factory default

STATUS LED

TROUBLE 
CONDITION

FACTORY 
RESET

5

RECORDING COMPRESSION 
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IMAGE SENSOR
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