
FV-PRO 9585E3B - 8MP 2.8-12mm HD Face Recognition
Real-Time Turret IP Camera with built-in Audio

Crystal Clear Real-Time Images

2.8-12mm Motorised Lens

H.265+/H.265/H.264+/H.264/MJPEG coding

Max.resolution: 8MP ( 3840 × 2160 )

ICR auto switch, true day / night vision

3D DNR, true WDR, HLC, BLC and ROI coding

20~30m IR night view distance

1CH audio input; 1CH built-in MIC

Built-in micro SD card slot, up to 256GB

DC12V/PoE power supply

Support three streams

IP 67

P2P function optional

Support mobile surveillance by smart phones with iOS and
Android OS

99% Accurate Intelligent analytics including :-

Perimeter Protection :-Line crossing, intrusion (human/motor
vehicle/non-motor vehicle

classification)

Target Counting :- Line crossing human/motor vehicle/non-motor
vehicle counting

Scene change, video blur and video colour cast detection

Face detection and face capture

Audio Inputs 1CH audio input ; 1CH built-in MIC

BLC Yes

BLC/SSDR (WDR) 120dB

DNR 3D DNR

Dimensions Ø 111.6 × 99.6

IR Illumination 30 ~50 m

Image Quality 3840×2160

Image Sensor (CCD) 1 / 2.8" CMOS
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Lens 2.8 mm~12mm@F1.4, motorized lens

Minimum Illumination - Colour 0.01 lux

Minimum Illumination - Mono 0 lux with IR

Operating Temperature 30 °C ~ 60 °C

POE Yes (IEEE802.3af)

Power DC12V/PoE

Power Consumption < 9W

Resolution (Best) 8MP ( 3840 × 2160 ),

Shutter 1 s ~ 1 / 100000 s

Storage Media & Capacity Built-in micro SD card slot; up to 256GB

Weight(Cameras) Approx.0.67KG
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