
•• Wireless encrypted F1 Technology with 2km range

•• Randomized supervision signals for system integrity checks and troubleshooting

•• Tamper protection to prevent unauthorized removal, sabotage,  
or unsteady installation

•• Discreet & slim design

•• Low battery detection

•• Monitors the opening / closure of doors and windows

•• Enables security and home automation systems scene creation to turn on/off  
appliances accordingly

•• Mounted on door or window frames

•• One-way communication with the control panel

Door/Window Contact

MDC-3

The MDC-3 has a slightly larger housing to case a more powerful battery for 
increase prolonged battery life. Technologically advanced and slim design, 
the Mini Door/Window Contact Series stands out as a broadly applicable 
device ready to make a user's home or business safer and smarter.

FREQUENCY

868 MHz / 433 MHz

POWER

3V, CR2450 Lithium Battery x1

BATTERY LIFE

8 years*

* Note: Actual battery life may vary with product settings, 
operating environment, and usage.

OPERATING TEMPERATURE

-10°C to 45°C (14°F to 113°F)

OPERATING HUMIDITY

Up to 85% non-condensing

DIMENSIONS

52.8mm x 28.6mm x 9.9mm (body)
25mm x 15mm x 7.35mm (magnet)

WEIGHT

15g (body); 7g (magnet)

SPECIFICATIONS

MODEL NUMBER

DESCRIPTION

SERVICE PACKAGES

•• Commercial

•• Commercial Plus

•• Interactive

•• Interactive + Automation

•• Interactive Gold
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CERTIFICATIONS

CE, EN Grade 2, RCM


