Technical Specification

TP-Link Mercusys MP500 KIT - AV1000 Gigabit Powerline Starter Kit

General

Device Type Powerline adapter kit

Packaged Quantity 2 (specifications are for single item)

Enclosure Type Wall-pluggable

Connectivity Technology Wired

Data Link Protocol Ethernet, Fast Ethernet, Gigabit Ethernet, HomePlug AV (HPAV), HomePlug AV (HPAV) 2.0, IEEE 1901
Data Transfer Rate 1 Gbps

Max Range Indoors 300 m

Encryption Algorithm 128-bit AES

Features Reset button, pair button

Compliant Standards IEEE 802.3, |IEEE 802.3u, IEEE 802.3ab, HomePlug AV, HomePlug AV 2.0, IEEE 1901, Plug and Play, RoHS
Status Indicators Status

Line Properties
Line Coding Format OFDM

Expansion / Connectivity

Interfaces LAN: 1 x 10Base-T/100Base-TX/1000Base-T - RJ-45
Power
Power Consumption Operational 2.87 Watt

Miscellaneous

Cables Included 2 x network cable -2 m
Dimensions & Weight

Width 6cm

Depth 3.6 cm

Height 10.1 c¢m

Environmental Parameters
Min Operating Temperature 0°C
Max Operating Temperature 40 °C

Humidity Range Operating 10 - 90% (non-condensing)



