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MODEL NUMBER

SVGS-5

SPECIFICATIONS

FREQUENCY
868 MHz / 433 MHz

POWER
3V CR2477 Lithium battery x 1

BATTERY LIFE

2.6 years*

* Note: Actual battery life may vary with product settings,

operating environment, and usage.

OPERATING TEMPERATURE
-10°C to 45°C (14°F to 113°F)

OPERATING HUMIDITY

Up to 85% non-condensing

DIMENSIONS

Diameter 2 44.6mm x 16.3mm

CERTIFICATIONS
CE, RCM, SUBTEL
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Shock and Glass Break
Detector

e Wireless encrypted F1 Technology with 2km range
* Randomized supervision signals for system integrity checks and troubleshooting

 Tamper protection to prevent unauthorized removal, sabotage,
or unsteady installation

« Early detection of break-in attempts of glass windows, doors, roof, or safety boxes
o Detects major shock attack or accumulated minor shock attacks

« Adjustable sensitivity threshold levels: Low, Medium, High

e LED indicator

e Setting configuration remotely on device via Control Panel

e Low battery indicator

« Two-way communication with the control panel

DESCRIPTION

The SVGS-5is a shock, vibration, and glass break sensor designed to
provide early warning of an attempted intrusion by sensing forced
entry before a burglar actually enters the property. When the SVGS-5
S is linked with security or smart home system, it can activate a siren,
turn on lights, or start video recordings when the glass is tampered
with, which is often enough to send an intruder running. The SVGS-5
model features two-way signal, allowing for setting configurations

to be easily adjusted through the security gateway/control panel.

SERVICE PACKAGES

¢ Commercial

¢ Commercial Plus

¢ Interactive

¢ Interactive + Automation

¢ Interactive Gold



