
Carbon Monoxide Detector

CO-8

Using electrochemical CO sensor technology, CO-8 is capable of sensing 
carbon monoxide levels as low as 50ppm and generating an alarm at 
the control panel. CO-8 is in compliance with EN 50291 standard. It 
is completely wireless and battery-operated and features a built-in 
siren for audio alerts. The CO-8 is one of the safest, most reliable and 
elegantly designed Carbon Monoxide Detectors on the market.

FREQUENCY

868 MHz / 433 MHz

POWER

Alkaline AA x 3

BATTERY LIFE

2* years

* Note: Actual battery life may vary with product settings, 
operating environment, and usage.

MEASURING RANGE

0 to 999 PPM

ALARM CONCENTRATION

30 to 999 PPM

RESPONSE TIME

< 3 minutes for a concentration of 300PPM
10 – 40 minutes for a concentration of 100PPM
60 – 90 minutes for a concentration of 50PPM

SIREN OUTPUT

85dB @ 1 meter

OPERATING TEMPERATURE

-10°C to 45°C (14°F to 113°F)

OPERATING HUMIDITY

Up to 85% non-condensing

DIMENSIONS (D x L) + WEIGHT

4.4” x 3.2” (11.1 x 8.2 cm), 1.1 lbs. (500 g)

DIMENSIONS

130mm x 100mm x 41mm

STANDARD COMPATIBLE

EN50291

SPECIFICATIONS

MODEL NUMBER

DESCRIPTION

•• Wireless encrypted F1 Technology with 2km range

•• Randomized supervision signals for system integrity checks and troubleshooting

•• Tamper protection to prevent unauthorized removal, sabotage, 
or unsteady installation

•• Detection Method: Electrochemical CO senor

•• Test button for easy range test and alarm silence

•• Dual color LED status indicators

•• Loud 85dB built-in siren for audio alert

•• Low battery detection

•• One-way communication with the control panel

SERVICE PACKAGES

•• Commercial

•• Commercial Plus

•• Interactive

•• Interactive + Automation

•• Interactive Gold
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CERTIFICATIONS

CE, RCM, SUBTEL


