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MODEL NUMBER

WLS-23

SPECIFICATIONS

FREQUENCY
868 MHz / 433 MHz

POWER
3V, CR123 Lithium battery x 1

BATTERY LIFE

10+ years*

* Note: Actual battery life may vary with product settings,

operating environment, and usage.

SIREN OUTPUT
85dB at 3 meters

OPERATING TEMPERATURE
-10°C to 45°C (14°F to 113°F)

OPERATING HUMIDITY

Up to 85% non-condensing

DIMENSIONS

68mm x 25mm x 74mm

INGRESS PROTECTION
IPS5

CERTIFICATIONS
CE, RCM, SUBTEL
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Water Leak Sensor

* Wireless encrypted F1 Technology with 2km range
¢ Randomized supervision signals for system integrity checks and troubleshooting

« Tamper protection to prevent unauthorized removal, sabotage,
or unsteady installation

+« Extendable water sensing cables or water probe cable to cover
hard-to-reach areas (optional)

e Low battery detection

* Monitors water leakage and sounds an alarm when water is detected
e Alarm silence button to quiet nuisance alarms

* Loud 85dB siren for audio alert

¢ One-way communication with the control panel

DESCRIPTION

A wireless water leakage sensor with powerful functions, the WLS-23

is designed to make your family more comfortable and prevent against
serious water damage that can cause stressful and expensive home repairs
and damages. The product features an option for the cable to detect water

and the cable can also be further extended to increase detection area.

The WLS-23 is sleek and waterproof up to IP55 standard. Its
wireless and small size allows for easy installation and can be
wall mounted or ground deployed. It is ideally suited for places
near washing machines, water heaters, dishwashers, under

sinks, or any place where water leakage may occur.

SERVICE PACKAGES

¢ Commercial

¢ Commercial Plus

¢ Interactive

¢ Interactive + Automation

¢ Interactive Gold



